AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§264.14

(1) The procedures which will be used
to determine the identity of each
movement of waste managed at the fa-
cility; and

(2) The sampling method which will
be used to obtain a representative sam-
ple of the waste to be identified, if the
identification method includes sam-
pling.

(3) The procedures that the owner or
operator of an off-site landfill receiving
containerized hazardous waste will use
to determine whether a hazardous
waste generator or treater has added a
biodegradable sorbent to the waste in
the container.

[Comment: Part 270 of this chapter requires
that the waste analysis plan be submitted
with part B of the permit application.]

[45 FR 33221, May 19, 1980, as amended at 46
FR 2848, Jan. 12, 1981; 50 FR 4514, Jan. 31,
1985; 51 FR 40637, Nov. 7, 1986; 53 FR 31211,
Aug. 17, 1988; 54 FR 33394, Aug. 14, 1989; 55 FR
22685, June 1, 1990; 55 FR 25494, June 21, 1990;
57 FR 8088, Mar. 6, 1992; 57 FR 54460, Nov. 18,
1992; 59 FR 62926, Dec. 6, 1994; 61 FR 4911, Feb.
9, 1996; 71 FR 40272, July 14, 2006]

§264.14 Security.

(a) The owner or operator must pre-
vent the unknowing entry, and mini-
mize the possibility for the unauthor-
ized entry, of persons or livestock onto
the active portion of his facility, unless
he can demonstrate to the Regional
Administrator that:

(1) Physical contact with the waste,
structures, or equipment within the ac-
tive portion of the facility will not in-
jure unknowing or unauthorized per-
sons or livestock which may enter the
active portion of a facility; and

(2) Disturbance of the waste or equip-
ment, by the unknowing or unauthor-
ized entry of persons or livestock onto
the active portion of a facility, will not
cause a violation of the requirements
of this part.

[Comment: Part 270 of this chapter requires
that an owner or operator who wishes to
make the demonstration referred to above
must do so with part B of the permit applica-
tion.]

(b) Unless the owner or operator has
made a successful demonstration under
paragraphs (a) (1) and (2) of this sec-
tion, a facility must have:

(1) A 24-hour surveillance system
(e.g., television monitoring or surveil-
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lance by guards or facility personnel)
which continuously monitors and con-
trols entry onto the active portion of
the facility; or

(2)(1) An artificial or natural barrier
(e.g., a fence in good repair or a fence
combined with a cliff), which com-
pletely surrounds the active portion of
the facility; and

(ii) A means to control entry, at all
times, through the gates or other en-
trances to the active portion of the fa-
cility (e.g., an attendant, television
monitors, locked entrance, or con-
trolled roadway access to the facility).

[Comment: The requirements of paragraph (b)
of this section are satisfied if the facility or
plant within which the active portion is lo-
cated itself has a surveillance system, or a
barrier and a means to control entry, which
complies with the requirements of paragraph
(b) (1) or (2) of this section.]

(c) Unless the owner or operator has
made a successful demonstration under
paragraphs (a) (1) and (2) of this sec-
tion, a sign with the legend, ‘‘Danger—
Unauthorized Personnel Keep Out”,
must be posted at each entrance to the
active portion of a facility, and at
other locations, in sufficient numbers
to be seen from any approach to this
active portion. The legend must be
written in English and in any other
language predominant in the area sur-
rounding the facility (e.g., facilities in
counties bordering the Canadian prov-
ince of Quebec must post signs in
French; facilities in counties bordering
Mexico must post signs in Spanish),
and must be legible from a distance of
at least 25 feet. Existing signs with a
legend other than ‘‘Danger—Unauthor-
ized Personnel Keep Out’” may be used
if the legend on the sign indicates that
only authorized personnel are allowed
to enter the active portion, and that
entry onto the active portion can be
dangerous.

[Comment: See §264.117(b) for discussion of se-
curity requirements at disposal facilities
during the post-closure care period.]

[45 FR 33221, May 19, 1980, as amended at 46
FR 2848, Jan. 12, 1981; 48 FR 14294, Apr. 1,
1983; 50 FR 4514, Jan. 31, 1985]

§264.15 General inspection require-
ments.

(a) The owner or operator must in-
spect his facility for malfunctions and
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